
INSTRUCTIONS FOR OPERATION AND CARE 




Figure 1 

This model is shipped from the factory taken down as shown in Fig. 1. 



Put Gun Togethen Hold fore-end rearward to retain recoil spring within 
fore-end, and unscrew the knurled magazine cap at forward end. 

Remove fore-end from magazine tube. 

Fit barrel extension into receiver and barrel guide over magazine tube; push 
barrel into receiver until barrel extension is entirely within receiver; hold barrel 
in this position against recoil spring pressure. Put fore-end on magazine tube and ‘ 
tighten magazine cap to hold fore-end tightly against receiver. 

Caution — Do not press carrier latch button allowing breech block to spring 
forward when barrel is dismounted from gun. 



Set Safely On: Push safety f rom left 
to right; this is located at rear of trig- 
ger. When red band on left end dis- 
appeirc, the safety is set .fully. OM, and 
gun is safe to carry loaded. 



Load Banek Puli operating slide back 
until it locks in position. Rg. 2. 

Put a loaded shell into ejection open- 
ing, Fig. 3 ; allow it to settle upon carrier. 
Keep fingers away from ejection opening 
while pressing carrier latch button ; breech 
block will spring forward, move shell into 
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This model is shipped from the factory taken down as shown in Fig. 1. 



Put Gun Together: Hold fore-end rearward to retain recoil spring within 
fore-end, and unscrew the knurled magazine cap at forward end. 

Remove fore-end from magazine tube. 

Fit barrel extension into receiver and barrel guide'ovcr magazine tube; push 
barrel into receiver until barrel extension is entirely within receiver; hold barrel 
in this position against recoil spring pressure. Put' fore-end on magazine tube and 
tighten magazine cap to hold fore-end tightly against receiver. 

Caution — Do not press carrier latch button allowing breech block to spring 
forward when barrel is dismounted from gun. 



Set Safety On: Push safety from left 
to right; this is located at rear of trig- 
ger. Wheii.red band on left end dis- 
appears, the safety is Mt L.-*. 

gun is safe to carry loaded. ; ! 



Figure 2 



Load Barreb Pull operating slide back . 
until it locks in position. Fig. 2. 

Put a loaded shell into ejection open- 
ing, Fig. 3 ; allow it to settle upon carrier. 
Keep lingers away from ejection opening 
while pressing carrier latch button; breech 
block will spring forward, move shell into 
barrel and close the gun. 




Figure 5 



Load Magmdne: (See Fig. 4) Press carrier latch button full depth to release 

front end of carrier; insert a shell into ^ 

bottom opening; press shell in against 

carrier until shell can be pushed for- 

ward into magazine; shell head 

passes end of latch, pressure 

thumb on button should be released a 

lease button and carrier will spring 
down again. The gun is now loaded 

when safety is pushed from right to left. Figure 4 

Note: Magazine capacity can be reduced to only two shells by inserting mag- 
azine rcduoer„C>_ hard woocl plug) into front end of magazine tube before 
screwing magazine cap In place. This allows use of only three shells in the gua. 
Load Barrel froih' Lfagozine: If gun was empty and action closed, four 
.shells may be loaded into magazine as described above, and barrel may be loadi^’d 
from magazine by grasping operating handle. Fig. 2 ; pulling fully rearward to 
open action; then closing. (When loading barrel in this manner, the Operatiiag 
slide will not remain open.) 

Unload \/l^thout Firing: Move Safety ON. Pull operating slide fully resic- 
ward to eject shell from barrel and release it to spring forward, moving shell into 
barrel and closing action; repeat until magazine and barrel are empty, then actii» 
will remain open. 

Unload Barrri Only: Move Safety ON. Turn gun bottom up; press carrier 
latch button; push shell (which protrudes part way from magazine) fully irfo 
magazine and keep it there by pressure on button, while opening action to re- 
move shell from barrel ; allow action to close upon empty barrel. 

Unload Magazine Without Disturbing Shell in Barrel: Move safety ON. 
Press carrier latch button. Push carrier against bottom of breech block. Pul) 
operating handle open part way to release shell from magazine under carrier; it 

< can then be taken from bottom ; shell in barrel will be returned when operating 
handle is released. 

The object of this may be to remove shell from magazine and substitute one 
having a different load. 

< How to Use Friction Ring: Proper use of friction ring will REDUCE RE- 
COIL and PREVENT EXCESSIVE WEAR OF PARTS. 

To change friction adjustment remove fore-end and barrel and proceed as 
follows: 

^ ' r Heavy Loads — See Pos. No. 1 

^ J .wr..™ ^ 1 Spring next to receiver; then Fric- 

RMn lout tion Ring with outside bevel next to 

- 1 , Spring, toward receiver; then bronze 

mtM OT 9 IDI Friction Piece. (Important: See note 

below.) 

SS. .L'GHT LOADS-See Pos. No. 2 

Friction Ring next to receiver with 

— WM TO 0J8 ymCTICM mw .• 111 ^ r 

' outside bevel away from receivcry 

toward muzzle; then Spring, then 
Figure 5 bronze Friction Piece. 
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For C^^^Ts Compensators — See Pos. No. 3 

Bronze Friction Piece next to receiver; then Spring; then Friction Ring with 
outsde bevel forward, toward muzzle. , 

Note: 'The friction is progressively reduced from Pos. No, 1 to Pos. No. 3. 

It iv important that the friction ring arrangement for heavy loads, Fig.»3, Pos. 

used whenever any other than light loads are being used. Failure to dp . 
this wilI:xes^lt iireuessive xecoil^/ broken fore-ends and excessive wear of other 
parts..': :I£.' the gun faik;fo eject, however, try next lighter friction arrangement; 
if failures occur with^Fbs.' No. 1 try Pos. No. 2; if failures occur with Pos. No. 2 
try Pos. No. 3. - 

C^cT'and Cleaning: Exclusive use of Remington ..."Kleanbore” or Peters 
"Rustl^!.‘..AinmuniUon will reduce the n«d of cleaning barrel. If corrosive - 
amnftiimion is used,'|lew the bore as sopn Is possible after shooting. The pow- 
der residue can be easily^Temoved wi||h a^ cleaner saturated with Remington 

FoWtief wip« dry witlrTi'ttif38?^aT7T:l6nr~aHdTrtl*^^ 

Reihington Oil and Remington Gun Grease are recommended as a preserya-.; 
tive against rusting. ^ 

When cleaning barrel, it is advisable tci remove from gun. 

Apply a small amount of Remington Oil upon.magazine tube at friction 
piece. Oil the breech block occasionally along the receiver opening and 
througfa'the barrel hole. ' 

" ‘ Too much' oil in the mechanism causes excessive accumulation of dirt and 
pwder residue resulting in a gummy mixture which impedes the action. 
t'Sfeele ^move lock screw and tang screw from rear end of lower tang. Pull 
wroBc off receiver. 

Trigger .Plate: Remove lock scrdiHj^^^ middle, left side at lower edge y and 
, drive out trig^r plate pin from right to left. ' 

' Remove trig^r plate screw (lower rear comer, left side) and pull 
plate from receiver. - ; 

Cock hammer; depress safety sear follower, Fig.v^,. slide safety sear off its 
Shid to the left. Be careful to retain t . ’ f . . . ' , ■ 

spring and follower. Uncock hammer. i 

drive out hammer pin. Remove main 

spring setev from bottom of tang and 

, puli out niaih spring' forward. Drive 
out trigger pin and remove trigger. 

Move trigger Spring ^rearward to clear . 
safety baB.-*Ts^^m^baIl and safety. 

Carrier: Press front end of carrier spring from under stud and remove spring. 
Take out lock screws and carrier screws on each side of receiver and remove 
carrier. ..i- 

^Ckofner; careful to retain carrier dog, plunger and 

spring when driving punch is removed. ^ < ' ; 

Action Spring: Press in wood plug at rear of action spring tube f push or drivl 
put. cross pin, and release wood plug and action spring with follpwer Ittai^d w 

' r-t& 1-..-%; _^r' --V .i ''i . -v It < i i i .•# it* a a.' 'i'- t ' _ J’ 



Figure 6 



Brij^ilK: Bfoiil* h4ove*breech block until locking block latch pin aligns jftth 
hole through receiver and drive pin out. Remove locking block latch sprin^and 
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MODEL 11 7f 

Aiitoioading Shotgun 
and Sportsman 



COMPONENT PARTS 



This Model has been discontin- 
ued and parts will be furnished 
onl/ as long'as the supply is 
available 
















end of link to clew operating slide; move breech block forward 
irpm.r^fver, and lift out operating slide from ejection opening. 

. Drive out firing pin stop pin from left to right and remove firing pin with 
refracting spring. 

Lift out locking block with link attached. 

Drive out extractor pin and remove extractor with spring and follower. 
Csrrier Latch: Remove carrier latch screw from lower right edge of receiver 
arid take out carrier latch with spring. 

Ctirlridgo Stop: Remove cartridge stop screw and remove cartridge stop with 
sf ting from receiver. ^ ‘ 

\ssemble all parts in reverse order^ being careful to align all parts so that pin 
holes and screw holes show clear through before driving pin or starting screw. 




SECTIONAL VIEWS 








• Fibre CosMoii ' llamm cf"" lacking llleck I Jtch 
clitnj ipring Follower j Carrier Dog / / lacking Block Utch 



Action Spring 



j] j)\Xa Ciirricr L>tch . /. 
^1 — -y \ Carrier Dog Spring 
Trigger Xarrier Dog Kollower 



Friction Scrim 



Stock 



. ACTION CLOSED 



COMPONENT PARTS (See LisEa) 
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